12" PIPE OR SMALLER

PLUG WITH 2" TAP

2" DRAIN & WASTE VALVE,
OPERATING NUT & DRAIN.

CONC MH BASE BEAM

2" GALV THD CAP

24"¢ MH RING AND COVER

LBRASS STREET

ELBOW

KICKBLOCK
NOT SHOWN

BOND BREAKER

CONC KICKBLOCK

489 PRECAST
CONC MH

CONC MH BASE BEAM/{

CONC SUPPORT

NOTE:
PLUG SHALL BE MECHANICALLY RESTRAINED.

24" MH RING AND
COVER (CENTER OVER

EI QN GROUND LINE VALVE AND RISER)
//' N \
CONC EXTENSION COLLARS ////<\\/7' - // \\//4':/5 0
X N — X C T2
» " el ‘ .._' . 4 ‘4
48"% PRECAST CONC PR -
FLAT MH COVER :
(ASTM C 478) o
2° GALV
489 PRECAST CONC \ THD CAP k]
MH (ASTM C 478) 2 |- {secure pee To
~| MH WALL (TYP)
e [« R
- w3
] PACK JOINT . :4—EXTENSION
APPROVED MASTIC COUPLING ] GUIDE (TYP)
AROUND PIPE (FORD-C14—77) © ]
PLUG WITH 2° TAP : 7. GALV PIPE — |
- / 90" ELL |

2 THD CONC SUPPORT \ \CONC FOOTING
COPPER PIPE 2" DRAIN & WASTE VALVE,
—ELEVATION OPERATING NUT AND DRAIN.
NOTE:

WITH PRIOR APPROVAL OF DENVER WATER,
A FIRE HYDRANT MAY BE SUBSTITUTED
FOR THE PERMANENT 2° BLOWOFF. SEE
SHEET 15 FOR EXTENSION GUIDE.

DENVER WATER
1600 West 12th Avenue- , Colorade 80204
628 No.(303)628-6851

PERMANENT 2" BLOWOFF
IN 48" MANHOLE

Dr._127 _No._ 35 _

SHEET 14




